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SCAN DEFINED SITE 
FOR SOIL CONDUCTIVITY 
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LOG SOIL CONDUCTIVITY 
DATA VALUES 
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CONVERT SOIL CONDUCTIVITY 
VALUES TO LEVELS OF 
SOLUBLE SULFATES 




ADJUST DATA VALUES FOR 
LEVELS OF NaCI IONS 



COMPARE DATA VALUE (DV) 
WITH THRESHOLD 



DATA 

VALUE < THRESHOLD 
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ACCUMULATE DATA VALUE, 

IN ASSOCIATION WITH 
LOCATION COORDINATES, 
FOR STORAGE IN SET B 
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MAP DATA VALUES OF SET B y-\ 32 
FOR HIGH-SULFATE AREAS 



COLLECT SAMPLES 
OF SOIL FROM SET B ^134 



PERFORM LABORATORY 
ANALYSIS OF SOIL SAMPLES 
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ACCUMULATE DATA VALUE, 

IN ASSOCIATION WITH 
LOCATION COORDINATES, 
FOR STORAGE IN SETA 



UPDATE 
DATA 
VALUE 

IN SETA 



DATA 

VALUE < THRESHOLD 

? 
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MAP DATA VALUES OF SET A 
FOR MODERATE SULFATE AREAS 
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UPDATE DATA VALUES 
OF SET B FOR 
ALTERNATE REMEDIATION 
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RECOMMEND SET A DATA 
VALUE LOCATIONS FOR 
LIME STABILIZATION 
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